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INTRODUCTION

This classification report defines the classification assigned to NewTechWood UltraShield, model
of US149-G9, in accordance with the procedures given in EN 13501-1:2018 Fire classification of
construction products and building elements — Part 1: Classification using data from reaction to
fire tests.

SUMMARY OF TEST RESULTS

Product Name: NewTechWood UltraShield
Model: US149-G9

The classification has been carried out in accordance with EN 13501-1:2018.

Fire behavior Smoke production
Bfl - S 1
Reaction to fire classification: B;—s1

This report does not constitute certification of this product nor an opinion or endorsement by this
laboratory.
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This report is for the exclusive use of Intertek's Client and is provided pursuant to the agreement between Intertek and its Client.
Intertek's responsibility and liability are limited to the terms and conditions of the agreement. Intertek assumes no liability to any
party, other than to the Client in accordance with the agreement, for any loss, expense or damage occasioned by the use of this report.
Only the Client is authorized to permit copying or distribution of this report and then only in its entirety. Any use of the Intertek name
or one of its marks for the sale or advertisement of the tested material, product or service must first be approved in writing by Intertek.
The observations and test results in this report are relevant only to the sample(s) tested. This report by itself does not imply that the
material, product, or service is or has ever been under an Intertek certification program.

The report was digital signed by Shang Hai, Intertek Group plc, please using Adobe Acrobat Reader to verify the authenticity.
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TEST METHODS

The specimens were classified in accordance with the following:
EN 13501-1:2018, Fire classification of construction products and building elements — Part 1:
Classification using data from reaction to fire tests.

Tests were conducted in accordance with the following:

EN ISO 11925-2:2020, Reaction to fire tests — Ignitability of products subjected to direct
impingement of flame

EN ISO 9239-1:2010, Reaction to fire tests for floorings— Part 1: Determination of the burning
behaviour using a radiant heat source

DETAILS OF CLASSIFIED PRODUCT

Test specimens were provided to Intertek directly by the client and were not independently
selected for testing. Test specimens were received at the Evaluation Center on Aug 11, 2025.

TEST ASSEMBLY DESCRIPTION

Name NewTechWood UltraShield
Model US149-G9
Nominal value Thickness 22.50mm, Width 175.00mm, density 1.24g/cm?

Decking

1050*175*22.5mm, 27pcs
Sample received specimen for EN ISO 9239-1, approx. 5.0kg/piece;
specimen for EN ISO 11925-2, approx. 0.6kg/piece

The sample ID number assigned by the test lab is $250814002SHF.001~002.

REPORTS & TEST RESULTS IN SUPPORT OF THIS CLASSIFICATION

REPORTS
NAME OF TEST METHOD/FIELD OF
LABORATORY TESTSPONSOR | TEST REPORT NO. APPLICATION RULES
NEWTECHWOOD EN ISO 11925-2:2020 and
INTERTEK-B&C CORPORATION 250814002SHF-001 EN ISO 9239-1:2010
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RESULTS
COMPLIANCE
TEST METHOD TEST PARAMETER TEST RESULT WITH
PARAMETERS
EN ISO 11925-2:2020 | FS <150 mm within 20 s Yes Compliant
>
Critical flux = 8.0 kW/m? Tran.sverse. 211 Compliant
EN 1SO 9239-1:2010 Longitudinal: 211
) CRITERIA for subclass “s1”
Smoke £ 750 % minutes; 70 ‘ Compliant

CLASSFICATION & FIELD OF APPLICATION

This classification has been carried out in accordance with Clause 9 of EN 13501-1:2018.

The product, NewTechWood UltraShield, relation to its reaction to fire behaviour is classified;

Fire behavior

Smoke production

Bf/

S 1

Reaction to fire classification: By —s1

FIELD OF APPLICATION

This classification is valid for the following end use applications:
Construction applications

This classification is also valid for the following product parameters:

Overall product thickness No variation allowed

Product density
Product composition

LIMITATIONS

No variation allowed
No variation allowed

This document does not represent type approval or certification of the product.
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APPENDIX

The classification was determined in accordance with EN 13501-1:2018. The class By with its
corresponding fire performance is given in the table below.

Table - Classes of reaction to fire performance for flooring.

Class Test Method(s) Classification criteria Additional classifications

EN ISO 9239-1°

and Critical flux ® > 8.0 kW/m? Smoke production ¢
B
5d
EN IS0 11925-2 Fs <150 mm within 20 s ---
Exposure=15s
Note:

a. Test duration = 30 min.

b. Critical flux is defined as the radiant flux at which the flame extinguishes or the radiant flux
after a test period of 30 min, whichever is the lower (i.e. the flux corresponding with the
furthest extent of spread of flame within 30 min).

c. s1 =Smoke < 750 % minutes; s2 = not s1.

d. Under conditions of surface flame attack and, if appropriate to the end use application of the
product, edge flame attack.
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